September 2003

H. Petroleum and Chlorine Storage

The following measures are proposed to mitigate potential impacts to groundwater by
petroleum products and bulk chlorine storage.

1. There will be no underground storage of petroleum products.

2. Home heating oil tanks will be located within the buildings they serve. All tanks
will be on concrete, or similarly impervious floor and will be equipped with
automatic shutoffs to prevent tank overfilling.

3. Gasoline and diesel fuel storage at the golf course maintenance buildings, golf
clubhouses, and standby generator buildings will be above ground, covered from
above, and be of the self-containment type or sufficient containment will be
constructed under and around them.

4. Fuel pumps will be protected with concrete bollards.

5. Bulk chlorine for use in Resort pools and Spas and-for potable water treatment
will be stored in their original containers in indoor locations and on concrete
floors with floor drains connected to above ground storage capable of holding the
entire volume of materials that could possibly be spilled.

34 Climate and Air Quality
3.4.1 Existing Conditions

Climate in the area has been characterized as having cold winters with moderately warm
summers with occasional hot spells (USDA SCS 1974). Average monthly temperatures
range from a low of 24.4° F in January to a high of 70.7° F in July. The frost-free period
generally is between early May and mid-October in Ulster Country and the growing
season ranges between 150 and 200 days. Precipitation is well distributed throughout the
year. Average annual precipitation measured at a local monitoring station in Arkville is
38.47 inches. Approximately half of the precipitation falls during the growing season
that is generally April through September. Prevailing winds are from the west/southwest
and highest winds generally occur in March.

The project is located in Ulster and Delaware Counties, which are both classified as
attainment areas for carbon monoxide and ozone. New York State collects air quality
data for numerous pollutants at monitoring stations in each county through a program
operated by the Bureau of Air Quality Surveillance. The EPA prescribes what pollutants
are required to be monitored at different locations based on the characteristics of each
region. Therefore, monitoring stations are disbursed throughout New York State with
each station monitoring certain pollutants. The data from each monitoring station is
recorded and summarized in the “New York State Air Quality Report, Air Monitoring
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